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SPECIFICATIONS

HXP100DIM

Single Phase DIN-Rail Split Prepayment Meter

HXP100DIM is a single phase DIN—Rail split prepay—
ment meter.lts compact design enables cost—effective
installation.
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SHAPE THE FUTURE FOR A BETTER WORLD
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ACCURACY

NOMINAL VOLTAGE

Active:

1 phase 2 wire:

Class 1 (IEC) / Class B (MID)

220V, 230V, 240V

Ib / Iref 5A, 10A,
CURRENT RANGE s 60A, 80A, 100A
STARTING CURRENT According to IEC 0.4%lb
FREQUENCY 50 / 60Hz
Phase voltage 230V
POWER CONSUMPTION Voltage circuit : <2W, < 10VA
Current circuit : < 0.2VA

Operation: -25° Cto+b5° C
TEMPERATURE RANGE S e e
HUMIDITY RANGE Up to 95%
PROTECTION DEGREE IP51
EMC Surge (1.2/50us) 6KV
EMC environmental conditions acc.|[EC 62052-11
RTC Clock Accuracy < 0.5s/ day
|EC standard IEC 62052-11 IEC62053-21
STANDARDS MID standard EN54070—1 EN54070-3
COMMUNICATION Built—in Optical, RS485 / M—bus, MC171 (optional)
Modules N/A
OUTPUT/INPUT N/A
DATA STORAGE Ldi profile (optional) 8 chér?nels .
Billing data 12 Billing periods
TERMINALS DIN—Rail
BATTERY Unchangeable
Maximum switch voltage 250V
Maximum switch current 100A
DISCONNECTOR Short circuit <10ms 3000A (according to IEC62053-21)

HOUSING MATERIAL

Mechanical life
Electrical life

= 300000 OPS
= 10000 OPS

Polycarbonate + GF
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